
Rendabar Gen III
THE NEXT EVOLUTION IN STEEL LINTELS 

Specifically designed and tested for use in 
residential builds with cement rendering. 

Lightweight. Strong. Easy to handle. 

NEW



ADVANCED DESIGN
The unique ribbed and offset slotted design allows 
Rendabar Gen III to firmly adhere to mortar and render. 
The design echos the trusted Galintel Solid Base Angle 
for reliable strength and ease of installation.

COMPLIANT & DURABLE
Manufactured and tested in accordance with Australian 
Standards, Rendabar Gen III complies with the NCC 
when correctly installed. Hot-dip galvanised in accordance 
with AS/NZS 4680:2006, it achieves the ‘R3’ durability 
classification as described in AS 2699.3:2020. 

For identification and traceability, it also complies with the 
stamping and labelling requirements of AS 2699.3:2020 
giving homeowners lasting peace of mind. 

AUSTRALIAN MADE
Proudly made in our ISO 9001:2015 Quality accredited 
manufacturing facility in Coffs Harbour, NSW using high 
quality Australian steel from BlueScope. 

Information contained in this brochure is supplied in good faith and with the view to assist the user in the correct selection of our products. Customers 
are responsible for ensuring that products usage is appropriate, fit for purpose, safe and compliant with relevant Australian Standards and National 
Construction Code of Australia. While every care is taken to ensure that the information contained in this brochure is correct, no warranty is made nor 
is any condition expressed or implied. The information contained herein does not constitute an offer nor do we guarantee its accuracy or completeness 
and assume no responsibility for errors or omissions or for any consequences of reliance on this publication. NEPEAN Building and Infrastructure is 
committed to continual product improvement and therefore reserves the right to change details and designs without notice. ^ Warranty conditions apply. 
© Copyright 2023 NEPEAN Building & Infrastructure [ABN 54 125 224 302]. A division of NEPEAN. [11/2023]
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The Galintel® brand 
is proudly owned by

Build With Confidence. Build With Galintel. 
Call 1800LINTEL or visit galintel.com.au

Rendabar Gen III

Ribbed and slotted 
design allows for 
superior render 
adhesion

lightweight 
design

Compliant
and tested 
to Australian 
Standards

Sizes
Weight Guide  

(Nominal)
Available Lengths 

(mm)

100mm (v) x 100mm (b) 
x 6mm

7.80 kg/m
900, 1200, 1500
1800, 2100, 2400

150mm (v) x 100mm (b) 
x 6mm

10.26 kg/m
1800, 2100, 2400, 
2700, 3000, 3300, 

3600, 4000


